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EQUIPMENT LTD. 
THE GINPOLE 


Here at IIX EQUIPMENT, many people ask: What is a Ginpole? Why use a 
Ginpole to do tower work? How do you use it? 


Well, let’s talk about it. The foremost consideration when performing tower 
and antenna work above ground level is human safety. A Ginpole, or raising 
fixture, provides this safety by giving the tower climber the needed heavy 
lifting ability the ground person provides. A Ginpole consists of 3 basic parts: 
1) a pully assembly to provide mechanical advantage when lifting, 2) a pole 
to gain the height needed for the lift, and 3) the clamp assembly to attach 
everything to the tower. 

Typically the ground person does the 
heavy lifting, while the tower person 
above has the freedom to guide and 
fasten the tower and antenna com- 
ponents together. To use a Ginpole, 
assemble the clamp and pully ona 
2” OD pipe 10 to 15 ft. long. 


To erect a tower, first install a tower section on the con- 
crete pad and attach Ginpole on the upper part of this Py, 
section. Feed rope through pully and pipe, attach the 


rope to next section of tower, pull it up over bottom sec- 
tion, install and secure with attaching bolts. Note rope 
attachment points on tower section as they are lifted. 
Repeat this process until tower is erected. Then use 
Ginpole to lift mast, rotor and antennas into place. The 
pully assembly can be adjusted to any height desired at 
the clamp position with the thumbscrew. 


by 

Attach rope 
above midpoint 
of tower section 
being raised 


€ Move Ginpole 


Always pull the load up against the side of the tower to pire 
minimize the stress on the tower and Ginpole assembly. pana ie 
When a high lifting angle is used to raise the load (to pag 


clear trees, obstructions, etc.), the stress put on the , 
tower, Ginpole and lift line become severe and possibly fur¢ 
uncontrolable. This method is as dangerous as ignoring 
the ever present power line danger when erecting a 
tower and should be avoided at all costs. Another potential dangerous situa- 
tion can exist when a power winch or a vehicle is used to supply the force 
on the lift line. Many times a bind during the lift operation will go unnoticed 
until the pole force becomes excessive and failure of the tower, Ginpole or 
the lift line result. IX Equipment Ltd. Ginpole Kits are designed to lift loads 
using human power and should never be used with any type of mechanical 
power. Proper usage of a Ginpole provides a controlable and safer method 
to erect a tower and antenna assembly. Use it! 

© 1993 IIX Equipment, Ltd. Printed in U.S.A. 
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HEAVY DUTY STEEL GINPOLE KITS 


GP-21X GINPOLE KIT 

Fits stamped open leg towers. Kit 
contains 2 clamps and a pully 
assembly to erect this type of tower. 


GP-81 GINPOLE KIT 

Fits all the popular towers with legs made of tubing sized from 1” OD to 
1/2” OD. This size range will cover most amateur radio, CB and commer- 
cial tower applications. 


GP-51S GINPOLE KIT 

Fits towers with close spaced ‘‘W”’ bracing where a standard Ginpole will 

not work. Examples are Triex and Higain crankup towers which use this close 

brace spacing. oN 


GENERAL INFORMATION 

All Ginpole Kits are made of heavy duty electric welded 
steel to last a lifetime. Each Ginpole Kit includes the 
necessary clamp and pully assemblies and will ship 
UPS. The pipe is purchased locally by the customer in the 
desired length. 


A 2” OD pipe of sufficient strength that the customer has 
on hand will work fine with these Ginpole Kits. The 
length of pipe for average amateur and CB work 
should be 10 ft. or longer to handle tower sections 
and antennas. 


MODELS AVAILABLE: All Ginpole Kits 
GP-81 Ginpole Kit — Pully and Clamp Assemblies Ship UPS in 
GP-51S Ginpole Kit — Pully and Clamp Assemblies one package. 
GP-21X Ginpole Kit — Pully and Clamp Assemblies Average Wt. 
GP-81, 51S and 21X — Pully Only 13 Lbs. 

GP-81 — Clamp Only 

GP-21X — Clamp Only 
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MA-2 MAST ADAPTER 


Take a second to think about what is on the very top of your tower? Probably 
nothing. Well, this adapter will quickly provide a mount for your VHF, UHF, 
Scanner, or TV Antennas and get the job done quickly. Particularly suited 
for mounting Ringo Rangers and Scanner Antennas. This adapter is hot 
dipped galvanized for long service life. 


MA-2 Mast Adapter fits 11/2” - 2” O.D. Pipe — Ship. Wt.: 2 Lbs. 


MA-3 MAST ADAPTER 


This adapter will connect two pipes of different diameters in a secure man- 
ner by using 2” U-Bolts and 112” U-Bolts through a %” thick steel plate to 
provide superior strength. Ideal for VHF-UHF vertical antennas above the 
main mast. This adapter is hot dipped galvanized and comes with hardware. 


MA-3 Mast Adapter — Ship. Wt.: 4 Lbs. 
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BM-1 YAGI BEAM MOUNT 


This hot dipped galvanized adapter will bolt to a mast pipe of 2” O.D. 
diameter, and provides a quick method to end mount VHF and UHF Yagi 
antennas. This style of mount is desirable for Repeaters, Links, or where a 
fixed direction antenna will be utilized. Antenna boom diameters of up to 
1%" O.D. will fit this mount. Specify either 1/2 or 2” U-Bolts for mounting. 


BM-1 Mount — Ship. Wt.: 5 Lbs. 


BM-2 BOOM-MAST PLATES 


Two sizes of % aluminum plate. 
4” x 5° for Small Boom Antennas with 2° x 1%” U-Bolts. 
6” x 10° for Large Boom Antennas with 2° x 2” U-Bolts. 
Special Sizes Available On Request. 

Hot dipped galvanized steel Boom. 

Mast plates are available for large antennas. 


BM-2 6” x 10” 4 U-Bolts supplied 


IIX Equipment offers 3 sizes of zinc plated U-Cl 
dipped clamps. 
Zinc Plated U-Clamps 5/16” Rod Diameter 
CL150_~—sC- Fits 1%” OD tubing 

CL200_—sC- Fits 2° OD tubing 

CL250_~—sC- Fits 2%” OD tubing 

CL300_=—=«~Fits 3° OD tubing 

CL400_—s- Fits 4” OD Tubing 
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SO-1 UNIVERSAL ANTENNA STANDOFF 


DIMENSIONS 


a [: 
i397 gee 
Optional Pulley Kit ype 
allows quick raising © 1%°0O.D. PIPE 
and lowering of all 


types of wire 
antennas. 


PO-1 Pulley Kit @) 


o-! 


SO-1 STANDOFF BRACKET é 
Our original single arm standoff that quickly solves your extra antenna 
mounting problems. Supports Ringo Ranger, % wave, TV, and scanner 
antennas as well as supporting a PO-1 pulley underneath to raise your low 
band wire antennas. Hot dipped zinc plated steel construction, the bracket 
comes standard with 2 stainless hose clamps for mounting, but more may 
be used if necessary. This support is not recommended for the large 2 meter 
antennas, our heavy duty SO-2 will do the job. 


$O1 Standoff Bracket — Ships UPS 1 package 7 lbs. 
SO1-S Standoff Bracket — Mounts on flat structure 


SO-2 HEAVY DUTY UNIVERSAL STANDOFF BRACKET 


, | 


This bracket picks up where the SO-1 leaves off. It will support all the “GAIN” 
2 Meter Vertical Antennas as well as various Low Band and Commercial 
Antennas also with 12” mast U-Bolt clamps. The arms will adjust to any 
tower width and 4 clamps are provided for attachment. This bracket is con- 
structed from 1” angle iron hot dipped galvanized with the U-Bolt mast 
mount made from 3" strip 14" thick. 


SO-2 Heavy Duty Standoff — Ships UPS 1 package 17 lbs. 
SO-2 Heavy Duty Standoff with 2” U-bolts also available. 
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SO-3 COMMERCIAL HEAVY DUTY STAND OFF BRACKET 
Available in 30°, 40°, and 72” lengths. 


30° with 
Diagonals 
installed 


<—_ 30° —_* 
40° Optional 
SO3L 
ail 72° SO3LL 
This Heavy Duty Bracket can be used as shown with the diagonal braces 
in place or the arms separated for various antenna styles and mounts. The 
Universal Strap Mount will accommodate tower legs to 4”. The mast mount 
U-Bolts will accommodate masts of upto 3” O.D. diameter. This bracket 
is made of 1/2” angle 3/16” thick and all parts are hot dipped galvanized for 
weather protection. Shipped complete with all attaching hardware 
necessary. 
$03 Commercial Standoff Bracket — Ships UPS 1 package 34 Ibs. 
SO3L 40" Long Commercial Standoff Bracket — Ships UPS 1 package 
47 Ibs. 
SO30LL 72" Long Commercial Standoff Bracket — Ships UPS 2 packages 


$0-3S 25” BUILDING STANDOFF Opis. 


This bracket mounts all the large commercial antennas the same as the 

SO-3 but it mounts flat to building walls with welded flanges that use 1/2” 

hardware to secure the bracket. This feature fills the need many commer- 

cial antenna installers have in large cities with only buildings to mount 

antennas onto. 

SO-3S Commercial Standoff Sg Mount — Ships UPS 1 package 
42 Lbs. 


S$0-4 ADJUSTABLE ANGLE STANDOFF 


This 40” long 12” Angle Iron Bracket mounts an 
antenna vertically while adjusting to tapering tower 
legs. Two 112” U-Bolts secure the antenna while 
straps bolt around the tower leg. Will work on tower 
legs to 30° 

S$O4_ Standoff Ships UPS 35 Ibs. 

BX Tower Leg Adapters available. 


This aie 
adjusts 
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2” O.D. Tubing 
3/16” Wall 


BG-18 TOWER MAST lee 


Middle 
Section 
2%" O.D. 
7: 3/16” Wall 
Ladder 


GE aa 


e SAE 1020 Tubing Construction e Hot Dipped Galvanized 
BG-18 TOWER MAST 

This heavy duty 3-piece mast will solve many mounting problems for the hf 
and vhf amateurs. The ladder section allows climbing on the mast to reach 
any antenna on the mast. Multiple arrays and combinations of hf and vhf 
antennas are possible to install and maintain without having exotic equipment 
or strength! The average mast length is 18 feet long and assembles in 
3 pieces. The bottom section is installed in the tower/rotor, then the ladder 
with the top section inside is ginpoled up and installed on the bottom. 
Antennas are installed on the top section as it is raised out of the ladder. 
2 pressure bolts and a thru bolt secure both sections to the ladder. Mast 
construction is 1020 mild steel tubing and parts are hot dipped galvanized. 
Contact IIX for special mast requirements you may have. 


BG-18 3-Piece Tower Mast —Ships UPS in 3 packages 100 lbs. 


ST-12 BOLT-ON CLIMBING STEPS 


A set of these clamp-on steps will enable the user to 
climb his tower mast and work on his antennas. Made of 
1%° angle iron hot dipped galvanized, these steps fasten 
with 2 - 2” U-Bolts per step and come as a set of 5 steps 
and fit 2” masts. 


ST-12 Mast Step Set 20 lbs. 


BG-9 HEAVY DUTY MAST 


A 2° O.D. x 3/16" wall mast pipe 9 feet long that is ideal for the average 
amateur installation with a HF beam and a VHF antenna above. This heavy 
duty mast is made of SAE 1020 tubing, is hot dipped galvanized, and ships 
UPS to the customer. 
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BX-1 STANDOFF ADAPTER 


ded. 


$O1 Standoff — Requires 1 BX-1 Adapter 

SO2 Standoff — Requires 2 BX-1 Adapters 
Hot Dipped Galvanized with Hardware supplied — Ships UPS 
1 package 7 Lbs. 


This adapter mounts 

liX Standoff Brackets 

on stamped open leg 
towers (HBX, etc.) 


RM-16 ANTENNA/ ROTOR MOUNT 


Rotatable antenna sidemount for 
your tower. Mounts directly on all 
popular tower sections. Antenna 
rotation is 300 degrees and the rotor 
shelf accepts CDE and YEASU rotors 
as standard. All Parts are hot dipped 
galvanized and necessary hardware 
is supplied. As increased spacing 


. ‘ 38" : 
distance between rotor and bering ___‘To Tower 


shelves will allow large antennas to 
be mounted the customer supplies 
the 2” O.D. pipe in the desired lengths. 
SHIPS UPS. 43 Lbs. 


RM-2 POLE/BUILDING MOUNT 


The mount consists of 2 hot dipped galvanized brackets 
that mount a higain rotor and bolt to the side of a telephone 
pole or building where those impossible beam antenna 
installations are now made possible. A standard 2” OD 
mast is used with the rotor and brackets and is also avail- 
able from IIX Equipment. 

RM-2 2 Hot Dipped Galvanized Brackets — Ships 

UPS 1 package. 22 lbs. 

The RM-2 can also be mounted on a brick chimney with 
the proper fasteners. 
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BM-2S ROTATINGANTENNAMOUNT ss 
aw rept: Ay 


1/4” 6061-T6 
Aluminum Plate 


BM-2S MOUNT 
in LOCKED Normal Position 


BM-2S MOUNT 
in UNLOCKED Maintenance Position 


Using this antenna mount, assembly and maintenance of a large beam 
antenna on the top of a tower becomes a reality. Removal of two pinning 
bolts allows 360° rotation for access to the entire antenna from the tower. 
The mount is constructed of quality materials 6061-T6 aluminum and 2° 3/16 
wall DOM tubing. All installation hardware is supplied. 


BM-2S Mount — Ships UPS 1 package 17 lbs. 


INFORMATION SHEET 


IX EQUIPMENT, LTD. SHIPPING ADDRESS: 
P.O. Box 9 4421 West 87th Street 
Oak Lawn, Illinois 60454 Hometown, Illinois 60456 


Phone: (708) 423-0605 
FAX: (708) 423-1691 


IIX Equipment is open for business 7 days a week, 24 hours a day, with an answering machine 
and FAX machine to serve you when calling. Give all mailing information to receive your free cata- 
log in a prompt manner. Doug Johnson will process orders, catalog requests and return all calls 
received during the day in the evening between 7 and 10 p.m. We stock all items in this catalog in 
our inventory and immediate next day shipping on your order is standard procedure here at IIX 
Equipment. 


PAYMENT Thank You 
Checks — VISA — MasterCard -— COD Cash Only 


UPS Shipping extra on all orders. 
All IX items will ship UPS. 
Consult your local UPS Rate Charts for available overseas shipping rates. 


From your simple drawings we can quote on custom made accessories, hot dip galvanizing or 
offer consultation on your problems with tower or vehicle installations. All products are manufac- 
tured with quality materials, and workmanship is guaranteed to all customers. However, in no 
event shall IIX Equipment, Ltd. be held liable for any direct, indirect, consequential, or special dam- 
ages of any nature whatsoever due to consumer misuse or abuse of its products. 


Phone 


ma (708) 423-0605 Ge 
FAX: (708) 423-1691 
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P.O. Box 9 * Oak Lawn, Illinois 60454 
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DX-1 PORTABLE TRIPOD 


Great for field day and contest dxpeditions, eneaxs Dom, 5 {jl 5] , 
this five foot high tripod will assemble \\ Pst tas 
quickly and hold a radio shack 30 ft. push- 
up mast to mount antennas. The mast can 
be turned and locked in place to hold 
beam headings and the tripod can be ve whe 
staked to the ground with the supplied Toit ) 
stakes. The unit breaks down for storage acct 107 (120°) 014 >} 
and transport. In past years, three major dxpeditions, South Sandwich, South 
Georgia, and Peter Island have used the DX-1 with great success in the 
extreme conditions they encountered. 


DX-1 Ships UPS in two packages Wt. 60 Ibs. 


\. PUSH-UP MASTING 
\ 


aN 
MAST\\. 
Lock \\ 
ee. 
\ 
ALL DIAGONALS: a 
1 TUBING PE HIGH (CODES 


COLUMN ~>! 
’%° OD 


TUBING 


Product Installation Instructions 


GINPOLES 
Read Page 2 of this Catalog carefully for information on usage. 


STANDOFFS 
All models, in general, determine bracket location on tower, building, etc. Assemble stand- 
off antenna, and coax line on ground to avoid problems when in the air. Climb tower and 
install attachment clamps to tower where applicable. Lower a rope to pull up standoff and 
antenna on tower and mount securely with hardware. In the case of heavy brackets or 
antennas, use a Ginpole for safety and ease of installation. (Tip: If coax can be attached 
and weatherproofed before installing on tower, do it! It’s all easier on the ground.) 


LADDERMAST BG-18 with a Ginpole 

Pull up bottom 6 foot pipe section and install in rotor and tower. Extend Ginpole and pull up 
ladder with top section pipe inside it and install on bottom section. Tighten hardware. 
Laddermast can now be climbed to install antennas. After top antenna is secured to top 
mast, pull it up out of ladder section and secure. Lower antennas can now be installed. 


QUAD POD 
Preassembly required before roof installation. 


MOBILE MOUNTS 

Preassembly of radios and mount usually is necessary to determine positioning for viewing 
and floor space requirements. Many difficult or seemingly impossible installations are over- 
come in this manner. Check under vehicle in area of mount bolts for problems — muffler or 
converter interference being the most common — before punching holes from inside vehicle. 
Use an awl or phillips screwdriver and a hammer to punch holes then drive bolts through. 
DO NOT DRILL THROUGH CARPETS - they will be destroyed. Bolts, nuts and washers are 
standard mounting hardware with self tapping screws offered as an alternative. Once the 
main mast is mounted, many radio viewing combinations can be tried and changed. 
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GM-1 GUY WIRE ANCHOR PLATE 


e 1/4” welded steel construction 

e Hot dipped galvanized 

e Mounts to roofs, concrete, 
wood, etc. 
Fasteners not included 

e Distribute the load of your guy 
wires to the support structure 
for more holding power. 


GM-1 Anchor Plate — Ships UPS 3 Ibs. 


TT-3 TT-6 TT-9 QUAD PODS 


TT-9 
Optional Pipe Mount replaces the Rotor Plate 
to mount 2” pipe for non-rotating Omni 
antennas. 


TT-6 


e Hot Dip Galvanized ¢ Heavy Duty Steel = Aluminum Rotor Plate 


Here’s a heavy duty roof mount Quad Pod to mount your heavy beam 
antenna that will stand up to the stress of weather and torque punishment. 
Construction is heavy duty 112” X 3/16” thick angle iron hot dipped galvan- 
ized. The %4” aluminum rotor plate is drilled to fit Hi Gain and YEASW 
Rotors. The top plate has a 2” sleeve for the mast or a thrust bearing can 
be installed on the top surface. SHIP UPS in 2 Packages. 


TT-3 Quad Pod — 3 FootTall 48lbs. Leg Spread 24” 2.5 sq. ft. 
TT-6 Quad Pod — 6 FootTall 70lbs. Leg Spread 32” 3.6 sq. ft. 
TT-9 Quad Pod — 9 Foot Tall 100lbs. Leg Spread 48” 6.2 sq. ft. 


- 


13 


14 


EQUIPMENT LTD. 


HBX TOWER STANDOFF BRACKETS 

These Standoff Brackets will attach to 3 different Rohn 
Tower Sections. They will mount an antenna or mast 
pipe 39 inches from the tower face. The clamps will 
clamp from 34 inch to 2 inch mast or antenna. 
Construction is 1% inch Hot Dipped Galvanized angle 
iron with 3% inch hardware. No Drilling of Tower is 
necessary only moderate antennas should be mounted 
on these light duty towers. | 

Model BX2 fits Tower Section BX2BS 

Model BX3 fits Tower Section BX3BS 

Model BX4 fits Tower Section BX4BS 


Adjustable Strap Mast Mounts 


SM-15 15” Offset Mount — Ship. Wt.: 12 Ibs a 
SM-20 20” Offset Mount 
These strap mounts will secure masts, antennas, etc. to a vertical surface 


with proper fasteners. Brick or wood buildings, concrete walls, or telephone 
poles are often applications. The TM-10 model will clamp to legs of towers 
or other poles or masts. Made of heavy %” strap galvanized steel, these 
brackets will clamp masts from 1” O.D. to 24%” O.D. diameter. Standoffs are 
priced to the customer as two pair. 


CA-1 COAX STANDOFF 


This bracket will securely clamp multiple coax Cables 12" along side 
the tower face. Will also serve as a mount for tower shunt feed wires to 
load tower. Construction is 1%" angle iron hot ali galvanized. Fits 
up to 2" O.D. diameter tower legs. 


CA-1 Coax Standoff 
Ships UPS 7 Lbs. 
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These two mounts will mount either two or three heavy duty antennas with 
direct mounting on Rohn 25, 45 or 55G towers. Clamps are adjustable to 4” 
O.D. Pipe on tower legs and antenna bases. Construction is 172” x 3/16" 
angle hot dipped galvanized with all hardware included. Ships UPS. 


SO-12 Two Antenna Mount 35 lbs. 
SO-13. Three Antenna Mount — Mounts antennas 40° from tower. 
55 lbs. 
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MM 100 MOUNT SYSTEM 


Multiple Radio and Communications 
Equipment Vehicle Mounts 


MM 1007 MM 10010 
MM 1007S MM 10010S 
7 Width 10° Width 


System 100 Compact Communication Mounts and Accessories will interest government, 
commercial and recreational users. Radios, lite bar and siren controls, scanners and stereos are 
just some of the communication equipment that these mounts will hold. Automotive, marine and 
aircraft all become applications for these mounts. Models 1007 and 10010 will mount two pieces 
of equipment with cross bars available in 7” and 10” widths. A special 360° swivel base is avail- 
able for either model, designated “S” at the end of the model number. Mounts are finished 
in satin black with hardware included. Extra parts and mount accessories are listed separately. 


MM 100 MOUNT SPECIFICATIONS 
BASE: 5” x 5” 3/16" steel construction, 4 bolt holes 3'4” centers, swivels 1 direction. 


MAST: 1° square shaft welded and machined with long adjustment slot for radio crossbar. 
Available in 15°, 20°, and 25° lengths. “S” option allows quick mount removal from vehicle with 
wrench supplied. 


CROSSBAR: 1° sq. steel 7° or 10° width, equipment maintenance holes 10/32” tapped holes 
equal spaced with mount hardware, which mounts OEM brackets as alignment allows. 
Crossbar mounts to mast with 3/8-24 x 2 bolt incorporating a dual microphone holder as stan- 
dard equipment. 


MM 100 MOUNT ACCESSORIES 


MM 10110 t MM 1007 oh 
ne: MM 10190 MM 10120 
10” CROSSBAR 90° ADAPTER 7” CROSSBAR FLOOR BRACE 


MM 10150 Handi Talki Adapter mounts all type handis to MM 100 Multiple Radio Mounts. 


MM 1001 SINGLE MOUNT 


MM 1001 mounts a single HF-VHF-UHF Mobile 
Radio. 


MM 1001H mounts either a mobile radio or Handi 
Talkie. Mount is 10° high and 7” wide. Velcro straps 
hold all types of Handi Talkies. 


MM 1001 MM 1001 H 
$39.50 $49.50 
INSTALLATION: 


Position mount in vehicle with radios installed for desired positioning. Mark floor and check 
under vehicle for fastener clearance (muffler, drive shaft, etc.). PUNCH holes through floor with 
a large awl, phillips screwdriver or other tool that can be driven with a hammer. This method 
does not tear carpets as an electric drill will. Using hardware provided, bolt down mount with flat 
washers on underside of vehicle. Position radios and tighten crossbar and main mast bolts. 


EQUIPMENT LTD. 


17 


SYSTEM 100 MOBILE MOUNTS 


IIX Equipment System 100 Mobile Mounts will find applications in many 
demanding government and commercial applications. The addition of extra 
crossbars, 90° adapters and floor braces will allow unusual multiple equip- 
ment installations in a large variety of vehicles. All System 100 Mount com- 
ponents interchange to simplify large installations and the heavy steel mount 
construction requires no maintenance during vehicle sevice life. Perfor- 
mance under severe commercial usage is guaranteed. 


System 100 - Compact Vehicle Mobile Mounts 
PRICE LIST 


Single Radio / Handi Talkie Mount 


MM1001 7” Width, MOUNES 1 FAGIO ........ ce eeeeesesteeeeeseeeeseeseesertaeeeeteesersseeesneeensaes 49.50 
MM1001H 7” width, Mounts 1 radio OF HANI ........ eect eee t eee ette eee teeetneees 59.50 
Permanent Mounting — 15 Inch Height Standard 

MM1007 7” Width, MOUNTS 2 AGIOS ...........sscsesereeesseeeesteceeteeeesssseetsseseaeeseteceenaes 90.50 
MM10010 10” Width, MOUNTS 2 FAGIOS 0... cece scesestseeeteenteenteeeneatnateserseasennes 95.50 
Extra Length Masts for Above Mounts 

MM10020 QOPMEMOU NAST oo ects nsecesrscnpeseutertneerensesseernoessnsonaepangenesmensarint 15.00 Extra 
MM10025 25” IOngth MASt .......cscesseeeereeesetstereenssscssneeeessesenenenenesnenens 25.00 Extra 
Quick Release Mounting — 15” Height Standard 

MM1007S 7” Width, MOUNtS 2 FAGIOS .......ceccseseeeseettseetseeetteeeteeetseeeneeerseeenaeeraeey 110.50 
MM10010 10” Width, MOUNtS 2 AGIOS ...... cc ceseseeteeteeeteeteettettetateaseseeseensenneeneens 115.50 
Extra Length Masts for Above Mounts 

MM10020S 20” length MASE... cscscseeetenseeeetsteeceseecssseeeesenenarsnesesantaneeees 20.00 Extra 
MM10025S 25” longth MASt .....ccscceesseeeeeteresseetsesesessetenabetentenaseneveeseneeees 30.00 Extra 
MM10030S Base m Fits all MOUMtS ive +s cacatahevestecbioatactznngdynsamaskupacardencyessaunstioccasugnss 30.50 
MM10107 7” Crossbar W/MiKe Bal .......cccccceeceseesssssecssecensseettteeeeraeesessesstereeseaeees 25.50 
MM10110 10” Crossbar W/MiKe Bad ......c::cccecesecesesstseeseeseeeernnaeeeseeaseesenaaeeennnees 30.50 
MM10190 90° Crossbar Adapter .......cccesccseeesesteeeeetseereneeertseeestseeeriseseraresenesezonaes 20.50 
MM10120 OO) FLOOR BEACC iia icsldewerc dad sloludis expel vp potuas daneegns nna Qegthenanban qhugeaing eb qoine Nests 16.50 


MM10150 Handi Talki Adapter oo... cccecsesscsecnteterseenesanssesesseneetesteenreesesesensneeees 35.50 
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SYSTEM 400 LARGE MOBILE MOUNTS 


(4 or more Radios) 


SHELF 
WIDTH 


4 MIKE HOLDERS —< 13" org” 


ALL 
SHELVES 


; se SLIDE 
Fy “AND TILT 


HEIGHT 
ADJUSTS "Saag ? 
TELESCOPE 


}<——_——. UP/DOWN 
3 MOUNT 
G ») eWIVERS aui0e BAR ADJUSTMENT 
AROUND DJUSTS 
SIDE TO SIDE 
A, Aes REAR 
FRONT » € oe 


Applications for these large communication mounts will include police, fire, public utilities, gov- 
ernment, military, commercial vehicles, marine, amateur, and citizens band. Any combination of 
communication and control equipment will readily fit on these mounts. RVs, full size and mini 
vans, and other vehicles with suitable clearance for these mounts will fit the size requirements 
needed. Two width sizes are available, 9-inch and 13-inch that will cover most requirements. 
Larger widths and special bases are available custom made only. The two shelves supplied with 
each mount will hold 4 radios. 


Construction is heavy duty steel finished in Satin Black with all necessary hardware included for 
vehicle mounting. Ships UPS. 


MM4009 = (9° With) MM4013 = (13° Width) 


SYSTEM 400 MOBILE MOUNT ACCESSORIES 


Two mobile mount accessories are pictured below. The MM-22 Mount Tray allows a code key to 
be used while driving along. This tray measures 5° x 13° and other special trays can be custom 
ordered. 


The House Stand, MM-33, will support the large mounts in the home or business for additional 
applications. The stand also breaks down for storage. Other custom mount accessories can be 
made to customers specs. Send your inquiries. 


MM-22 Mount Tray MM-33 House Stand 


INSTALLATION INSTRUCTIONS 

A careful underfloor vehicle inspection will determine the mount position on the vehicle’s floor 
and the mount can be used as the drill template. Avoid drilling through the muffler heat shields 
and bolting the underfloor plates to these shields as the mount will not be anchored securely. 
The radios can be attached to the mount shelves and then all parts assembled in the vehicle. 
Snug up the adjustment bolts and after final adjustments for position, use a wrench to tighten all 
adjustments. By loosening the telescoping adjustment bolt, the entire radio stack can be 
removed leaving the mount base in the vehicle. 
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PM5 VEHICLE POWER CONNECTOR KIT 


Up to five radios on your mount can be easily connected to the battery with this assembly. The 


connector block is supplies with 10 ga. wires 10 feet long and a wrench. Can be mounted in any 
location. 


Ael ay 
PRICE LIST 
SYSTEM 400 - LARGE MOBILE MOUNTS 
MM409 Q” Large Mount - 4 RadioSt ........cccceceereteesetssesetessesserseneeterenentereeys $249.50 
MM4013 13” Large Mount - 4 RadioSt .....cccccccecetteeeneresteeeeeseesetsereeteeteriees 259.50 
MM4022 BAQUIIIE [FAV vicse sete sears ctasbsstcancaecbosasnpseineenassbeanet¥neinpn copagingieunbeAutomon says anies™ 90.50 
MM4033 EASIEST IC (iio ions deciecsieac ahetaeen ta Rasatonn Te Gawvshe catsnagiseccites Gealeana ccamiataetiwaner® 129.50 
PM5 PROT LOCMTICCIOM fue: icessssernchas useuger eve Regen cck sn seis ss eatinidovermen Megara rian 25.50 
\ 
| 
MC-1 MAST COUPLER - 
Couples 2” mast pipes together. This coupler will provide a 


quick method to add additional masting for Vhf antennas or 
a brace attachment point for large HF antennas mounted - 
below the coupler on the main mast. Installing large HF 
antennas above this coupler is not recommended. 


MS-4 MAST STANDOFF 


This standoff clamps on a 2-inch or smaller 
diameter pipe and mounts two vertical antennas 6 
feet apart. Hot dipped galvanized with necessary 
hardware included. Ships UPS 1 package 25 
Lbs. 
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